
APPLICATION FOR THE CONNECTION OF 

EMBEDDED GENERATION (EG) SYSTEM 

  

System: 

Quality Management System 

Reference No, Revision No; 

Q-RD-RR-P-01-F-02, Rev 1 

Originated by:  

Research and Renewables Engineer 

Revision Date: 

27.10.2022 

Page No: 

Page 1 of 8 

Authorised by: 

GM Research and Development 

 

APPLICATION FOR THE CONNECTION OF EMBEDDED GENERATION (EG) 

SYSTEMS 

General Information  

This application form is for the connection of embedded generation to the electricity network of 

Eswatini Electricity Company. The Requirements for Embedded GenerationA document of the EEC 

provides important background regarding the EEC’s conditions for generators. 

 

Applications that fall within the ‘Simplified Connection Criteria’ as specified in the NRS097-2-3 are 

likely to be approved by the EEC. Applicants should familiarise themselves with these criteria to avoid 

delays (refer to the EEC’s ‘Requirements’ document). Systems that exceed these criteria, including 

those above 350kVA , may require grid impact studies before their approval is considered.  The EEC 

will advise if such studies are required after this application form is submitted.  For systems not covered 

by this form, engage with the EEC separately for more information. In addition, some systems need to 

be registered with the Eswatini Energy Regulatory Authority ESERA (refer to the Requirements 

document). 

It is recommended that this form is filled in by personnel familiar with the technical details of the 

intended generation technology. ‘Competent person’ sign-off of the Commissioning Report is 

mandatory, but such sign-off is not required at the Application stage. 

If the applicant does not yet have an electricity connection, an application for a new connection will 

need to be submitted together with this application form. 

A non-refundable application fee applies. 

PLEASE NOTE: FAILURE TO PROVIDE ALL RELEVANT DETAILS AS REQUIRED 

BELOW MAY LEAD TO DELAYS IN APPLICATION PROCESS 

Project Name: 

 

 

Nominal AC capacity of 

generator (kVA): 

 

System type: Solar PV:  Other generator 

(specify): 

 

If solar PV (tick):            Rooftop  Ground 

mounted   

 Building 

integrated   

 

 

This  application form is for:  This application form is NOT for: 

• All generator power sources (solar, wind, 

hydro, diesel etc) 

• All size embedded generators  

• Generators with self-consumption  

• All customer categories (residential, 

commercial etc) 

 • Pure’ generators / IPPs (no self-

consumption) 

• Generators wanting to wheel power 

• Generators not within EEC network 

areas 

• Off-grid generators 
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SECTION A: Applicant, Property and Installer Information  

Physical Address: 

 

 

 

Township/Suburb/Farm: 

 

 

Latitude (DD MM SS): S  °  ’  ” 

Longitude E  °  ’  ” 

For commercial, agricultural and industrial only: 

Attach plan showing location and dimensions of intended installation infrastructure in 

relation to the existing buildings and property point of connection. 

(Tick box if attached) 

 

 

Account Holder/Customer Details* 

Name: 

 

 

Electricity Account No: 

 

 

Telephone Number: 

 

Landline: Mobile: 

Email Address: 

 

 

Postal Address 

 

 

*If the applicant does not yet have an electricity connection, this should be stated above and an application for a 

new connection will need to be submitted together with this application form. 

 

Application Type (tick all appropriate boxes) 

Residential 

 

 Commercial/ Industrial/Agricultural  

New 

 

 Revised application  

System modification or expansion 

 

 Change of property owner  
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  Installer Details 

Company Name:  
 

List and attach proof  professional 

memberships, certifications etc. 

(incl. reg number): 

 

Physical address:  
 

Postal address::  
 

Website:  
 

Contact Person:  
 

Telephone Number: Landline: Mobile: 
 

Email Address  
 

 

ECSA Registered ProfessionalB   (Must be completed for EG systems >100kVA) 

Name and Surname  

 

Registration No.  Registration Category     

             

(Note: The details of the ECSA registered professional must be provided as they must be involved in the 

design of the system and be familiar with the technical details of the intended generation technology 

and assist in the completion of this application form. ECSA professional sign-off is mandatory at the 

commissioning stage in accordance the Commissioning Report. 

   Proposed Construction Schedule* 

Construction Start Date:  Commissioning Date:  
 

*If system already installed (i.e. a retrospective application) – state ‘existing system’ under start date 
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  Existing Connection 

Existing main switch: 
 

Current (A): Phases (✓)      Single  Three  

 

NMD* (kVA) (non-residential): 
 

 

Customer supply voltage (✓):     LV (230 or 400V):  MV  
 

*NMD-Notified maximum demand 

   SECTION B: Embedded Generator Technical Information 

  Embedded Generator (EG) System Details 

Total AC capacity of EG 

system  (kVA and PF) (inverter 

capacity if solar PV): 

kVA1: If solar PV: Total PV 

panel (nameplate) 

capacity (kWp): 

 

PF2: 

Type of energy conversion3: 
 

 

Manufacturer  

(if PV, fill in for inverter): 
 

 

Model (if PV, fill in for 

inverter): 
 

 Quantity  

Number of Phases4 (✓): Single Phase  Three Phase  
 

Voltage of generator 

connection into customer’s 

network: 
 

 

Earthing arrangements i.e. 

 TN-C-S /PME: 

 

 
1 Note that if storage is included in the EG configuration and is set up in such a way that it can contribute additional export 

onto the grid, such output must be included in this figure. If there is more than one generating unit or location, please attach 

schedule for each.  

 
2 This will mainly apply to systems that make use of rotating machines and/or transformer type power converters e.g. wind 

power, hydro, battery connected inverters or diesel generators. For transformer-less static power converters (e.g. inverters 

with a solar PV system), the power factor is generally unity and the kW of the system will be the same as the kVA. 

 
3  e.g. synchronous generator, induction generator, static inverter, fuel-cell, dyno set. Will typically be an inverter for 

residential EG/SSEGs. 

 
4 see NRS097-2-3 for phase balancing requirements 
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Grid Connection mode  

(✓ appropriate): 

Energy from generator to be used solely within 

the consumers electricity network and no excess 

power to be exported to EEC electricity network 

at any time (i.e. reverse power blocking to be 

installed) 

 

Energy from generator to be used within 

consumers electricity network and excess power 

to be exported to EEC electricity network 

 

 

   Embedded Generator (EG)  System Protection Details 

Proposed Inverter Conforms to  NRS097-2-1 Yes  No  
 

OR: fill in the below - 

Method of synchronising 

(auto/manual, make and type of relay, etc.) 
 

 

Method of anti-islanding 

(details of scheme, relays used, etc.) 

 

 

Method of generator control 

(AVR, speed, power, PF, excitation system 

requirements etc. relays to be used) 
 

 

Other main protection to be applied 

(O/C, E/F, over/under voltage, over/under 

frequency, reverse power flow, back-up impedance, 

generator transformer back-up earth fault, HV 

breaker fail, HV breaker pole arrangement, etc.) 
 

 

Storage (e.g. battery) 

Does the EG system include storage capabilities? (tick appropriate): 

No storage 
 

 

Yes (but only as standby power – cannot operate in parallel and feed onto the grid) 
 

 

Yes (connected in parallel to EG system – can feed onto the grid) 
 

 

If connected in parallel - Specify anti-islanding arrangements (e.g. NRS097-2-certificate)5: 

 
 

 
5 See ‘Requirements’ document for anti-islanding requirements regarding storage 
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  Preliminary design details (for systems >100kVA only): 

Attach a preliminary circuit diagram and design showing major components, proposed point of 

common coupling, isolating and interfacing devices with the EEC electrical network, protection 

schemes, customer electrical installation, earthing arrangements, etc. 

 

  Estimated Consumption and Generation Levels 

Current electricity consumption/month (average kWh/mth)  
 

Estimated average output of generator/month (average kWh/mth)  
 

 

SECTION C: Regulatory Requirements and Standards 

List of regulatory approvals, requirements and references that the installation will 

comply with: 

(note that the latest version of all of the below standards are applicable) 

• NRS 097-2 : Grid interconnection of embedded generation: Part 2: Small scale embedded 

generation (NRS097-2-1  and  NRS097-2-3) 

• SANS 10142-1 and SANS 10142-1-2: The wiring of premises (as amended and published) 

• Eswatini Grid Code 

 

ESERA registration/license 

Does the system need to be registered with ESERA? (✓) Yes  No  

Does the system require a license from ESERA? (✓) Yes  No  

 

SECTION D: Declaration 

I request the EEC to proceed with a preliminary review of this embedded generation 

interconnection application and I agree to pay the non-refundable costs associated with 

completing this review and obtaining written consent of the EEC. In the event further grid studies 

are required, a quotation for such work will be provided beforehand, giving me the opportunity 

to cancel or modify the application should I wish to do so. 

I further consent to the EEC providing this information to the Eswatini Energy Regulatory 

Authority  (ESERA). 

I declare that this installation has been designed such that it complies with the requirements laid 

out in the latest version of the EEC’s Requirements for Embedded Generation document. I agree 
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not to interconnect and operate this proposed EG system without written approval from the EEC 

to do this. 

Acceptance of Terms and Conditions 

I, the Customer (Account Holder), acknowledge that I have read and understood the General 

Terms and Conditions: Contract for Connection of Embedded Generator and that by signing 

this application form, I agree to be bound by the General Terms and Conditions: Contract for 

Connection of Embedded Generator, should approval for the Embedded Generator be granted 

by the EEC.   A copy of the General Terms and Conditions: Contract for Connection of 

Embedded Generator can be found on the EEC’s website or is obtainable from the Service 

Centre on request. Any amended terms and conditions found on the aforementioned website will 

form part of the terms and conditions of the General Terms and Conditions: Contract for 

Connection of Embedded Generator, to which terms I, the Customer, agree to be bound.  The 

information provided in this Application Form also will form part of the General Terms and 

Conditions: Contract for Connection of Embedded Generator. 

 

Customer (Account Holder)C Sign-off: 

 

 

 

_______________________________    ____________________                 _______________________ 

Name                      Date                                              Signature 

 

 

Installer Sign-off: 

 

 

 

_______________________________    ____________________                 _______________________ 

Name                      Date                                              Signature 

 

 
A Available under Reference Documents at www.eec.co.sz 

 
B ”ECSA professional” refers to an electrical professional engineer, professional technologist, professional certified engineer 

or professional engineering technician  who is registered with the Engineering Council of South Africa (ECSA) 

 
C Only the property owner may sign this declaration. Proof of property ownership must be attached to the application form. This 

can be a property rates account, title deed or proof of registration. If applying on behalf of the property owner(s), an approved 

letter of proxy must be attached to the application. If the owner is a private person, a copy of his/her identity document or 

passport must be attached to the declaration form. If the owner is not a private person, a copy of the business/trust/body 

corporate registration form must be attached to the declaration form, together with a copy of the signatory's identity document 

 

 



APPLICATION FOR THE CONNECTION OF 

EMBEDDED GENERATION (EG) SYSTEM 

  

System: 

Quality Management System 

Reference No, Revision No; 

Q-RD-RR-P-01-F-02, Rev 1 

Originated by:  

Research and Renewables Engineer 

Revision Date: 

27.10.2022 

Page No: 

Page 8 of 8 

Authorised by: 

GM Research and Development 

 

For office use  

Date application received  Application 

reference number 

 

Further information required 

(Y/N) 

 Date received  

Inspection required (Y/N)  Date undertaken  

Approved in principle (Y/N)  Date applicant 

advised 

 

 

Commissioning  

Commissioning report received 

(Y/N) 

 Date received  

Further information required (Y/N)  Date received   

Installation inspection (Y/N)  Date inspected  

EG meter installation (Y/N)  Date installed  

Tariff change required (Y/N)  Date changed  

 

Comments 

 

 

 

 

 

Decommissioning 

Decommissioning Report received 

(Y/N) 

 Date received  
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